Tolomatic

s EXCELLENCE IN MOTION

CALIPER DISC BRAKES
PNEUMATIC BRAKE P20 SERIES, HYDRAULIC BRAKE H20 SERIES

MODEL #  ASSY.# MODEL#  ASSY.# MODEL#  ASSY.# MODEL#  ASSY.# MODEL #  ASSY.#

P20 SA 0724-0000 H20 SACG 0724-0012 H?20 SAFC  0724-0011 P20 DA 0720-0000 H20DBC 0721-0010

P20 SB 0722-0000 H20SBCG 0722-0013 H20SBFC 0722-0011 P20 DB 0721-0000 H20DEC  0725-0010

H20SAC  0724-0010 P20 SAF  0724-0001 H 20 SAFCG 0724-0013 P 20 DE 0725-0000 H20DACG 0720-0011

H20SBC  0722-0010 P20SBF  0722-0001 H 20 SBFCG 0722-0014 H20DAC  0720-0010 H20DBCG 0721-0011
H20 and P20

Single-acting

Model number letter suffixes have the following
meanings:

"A" indicates the brake is designed to work with a 5/32"
(3.97mm) thick disc.

"B" indicates the brake is designed to work with a 1/4"
(6.35mm) thick disc.

"C" indicates the brake has bleeder fittings.
"D" indicates the brake has double live sides.

"E" indicates the brake is designed to work with a
1/2" (12.7mm) thick disc.

"F" indicates floating mount bracket.

"G" indicates the brake is built with EPR Seals and is
DESIGNED TO BE OPERATED WITH AUTOMOTIVE

BRAKE FLUID ONLY. (In brakes without the "G" suffix,
most petroleum-based, hydraulic fluids may be used).

"R" indicates the brake has retractable piston(s).

MODEL #
H 20 DECG
P20 DAR
P20 DBR
P20 DER

MODEL #

H 20 DARC
H20 DBRC
H 20 DERC

Parts Sheet

0701-0207_10

ASSY. #
0728-0010

0729-0010

0719-0010
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ITEM PART NO. DESCRIPTION St B el Bt Bl i Kl e B B B B
1. | 0720-1027 |Non-Retractable Piston Tyt
» 0720-1004 | 0-Ring, Buna-N 1111 1(1(1]1
" | 0760-1009 |0-Ring, EPR 111 111
6. | 0720-1099 |Bleeder Screw 2(212|2 2(2(2|2
8. | 0720-1024 |Puck, Friction 2(2(2|12|2|2(2|2|2|2|2|2
9. | 0720-1026 |Pan Head Screw, 3/8" Long  [2|2(2|2|2]2|2|2]|2|2|2|2
11.10724-1011 | Dead Side Housing Tt
13 0728-1057 [Housing P20S 111 111
" | 0728-1055 | Housing H20S 1111 1
14. | 0720-1007 | Washer 2(2]212(2]|2
15. | 0720-1008 | Nut, Hex, Flanged 2(212|2|2|2(2|2|2|2|2|2
16. | 0743-1071 | Spacer Ring 41414(414)14
17. 1 0724-1016 | Bracket 1111|111
18 0724-1105 | Hex. Hd. Bolt, Grade 8, 3-3/4" [ 2|2|2|2|2]| 2
"| 0720-1105 | Hex. Hd. Bolt, Grade 8, 4-1/2" 2|12(2|2|2|2
19. | 0743-1004 | Single-Acting “B” Spacer 1 1 1 1 1 1
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2 — Parts List

Caliper Disc Brake P20, H20

Parts Sheet #0701-0207 10

H20 and P20
Double-acting

Clicking on part number will open
tolomatic.com/cart and add quantity
of 1 to cart. Change quantity as
needed. CLICK ON BROWSER'S BACK
BUTTON TO RETURN TO PARTS SHEET.

Model number letter suffixes have the
following meanings:

"A" indicates the brake is designed to work with a
5/32" (3.97mm) thick disc.

"B" indicates the brake is designed to work with a
1/4" (6.35mm) thick disc.

"C" indicates the brake has bleeder fittings.

"D" indicates the brake has double live
sides.

"E" indicates the brake is designed to work
with a 1/2" (12.7mm) thick disc.

"F" indicates floating mount bracket.

"G" indicates the brake is built with EPR
Seals and is DESIGNED TO BE OPERATED
WITH AUTOMOTIVE BRAKE FLUID ONLY. (In
brakes without the "G" suffix, most
petroleum-based, hydraulic fluids may be
used).

"R" indicates the brake has retractable
piston(s).

NOTE: Bleeder Screw (ltem #6) Hydraulic

calipers purchased after September 1, 1989,
utilize automotive style bleeders. If your cali-
per has a screw type bleeder, please consult

DOUBLE ACTING

Tolomatic for correct part number.

Click on Part No. to Add to Cart

ASSY.# MODEL #

0720-0000 | P 20 DA

ITEM PART NO. DESCRIPTION

0721-0000 |P 20 DB

0725-0000 | P 20 DE

0720-0010 | H 20 DAC

0721-0010 |H 20 DBC

0725-0010 |H 20 DEC

0720-0011 |H 20 DACG

0721-0011 |H 20 DBCG

0725-0011 | H 20 DECG

1.

0720-1027

Non-Retractable Piston

N

N
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0720-1004

0-Ring, Buna-N
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0760-1009

0-Ring, EPR

0720-1099

Bleeder Screw

0720-1024

Puck, Friction

©lx | ™

0720-1026

Pan Head Screw, 3/8" Long

-
©

1014-1065

Pipe Plug, 1/8-27 NPT
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— I BN

0720-1003

0-Ring, Buna-N
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N—= (NN

N =N N
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3025-1015

0-Ring, EPR

13

0720-1052

Housing H20D

N

N[ N

0720-1001

Housing P20D

14.

0720-1007

Washer

15.

0720-1008

Nut, Hex, Flanged

18.

0720-1105

Hex. Hd. Bolt, Grade 8, 4-1/2"

NN [N N

NN NN

0720-1031

Double-Acting “A” Spacer

= (NN N

— NN

= [IN(NNS

19.

0721-1032

Double-Acting “B” Spacer

—_

0721-1034

Double-Acting “E” Spacer
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Parts Sheet #0701-0207 10 Caliper Disc Brake P20, H20 Exploded View — 3

H20 and P20
Double-acting
Retractable

Clicking on part number will open
and add quantity
of 1 to cart. Change quantity as
needed. CLICK ON BROWSER'S BACK
BUTTON TO RETURN TO PARTS SHEET.
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NOTE: Bleeder Screw (Item #6) Hydraulic 883588
calipers purchased after September 1, 1989, Q@ glglglglgls
utilize automotive style bleeders. If your cali- = alalalxz!l !l
per has a screw type bleeder, please consult # ol olo|olo| o
Tolomatic for correct part number. = 8|/8|8|s5| 5|5
B2/ 2121°
Click on Part No. to Add to Cart < g S E g ?'l,’ g
Model number letter suffixes have the  ITEM PART NO. DESCRIPTION ©|o|o|[o|o| o
following meanings: 2. | 0720-1004 |0-Ring, Buna-N 21222 ]2]2
"A" indicates the brake is designed to work with a 3. | 0726-1090 |Retractable Piston 2| 212|2]2]2
5/32" (3.97mm) thick disc. 4. 1 0728-1008 |Compression Spring 2122222
B ndicates the brake is desianed to work with 5. 1 0728-1029 |Shoulder Screw 212212 |2 |2
"B" indicates the brake is designed to work with a =
1/4" (6.35mm) thick disc. 6. | 0720-1099 |Bleeder .Sc.rew 4 14 | 4
8. | 0720-1024 |Puck, Friction 2 1212|222
"C" indicates the brake has bleeder fittings. | 9. | 0720-1026 [Pan Head Screw, 3/8" Long ol 2 121211212
D" indicates the brake has double live 10. | 1014-1065 |Pipe Plug, 1/8-27 NPT 1 1 1 1 1 1
sides. 12. | 0720-1003 | 0-Ring, Buna-N 4 1 4144|444
E® indicates the brake is desianed t |13 0728-1001 [Housing P20DR 21212
"E" indicates the brake is designed to wor : : .
with a 1/2" (12.7mm) thick dis. 0720-1089 [Housing H20DR 2 | 2|2
14. | 0720-1007 |Washer 2 2 22| 2
"F" indicates floating mount bracket. 15. | 0720-1008 |Nut, Hex, Flanged 21212222
nG" indicates the brake is built with EPR 18. | 0720-1105 |Hex. Hd. Bqlt, (?“ra”de 8,4-1/2" | 2 2 (2] 2|2
Seals and is DESIGNED TO BE OPERATED 0720-1031 |Double-Acting “A” Spacer 1 1
WITH AUTOMOTIVE BRAKE ELUID ONLY. (In 19. | 0721-1032 |Double-Acting “B” Spacer 1 1
brakes without the "G" suffix, most 0721-1034 | Double-Acting “E” Spacer 1 1
petroleum-based, hydraulic fluids may be
used).

"R" indicates the brake has retractable
piston(s).

|
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4 — Installation/Maintenance Instructions

CDB - P20, H20 Parts Sheet #0701-0207 10

1.

Mount the Double-Acting Caliper Unit with the two SAE Grade 5 hex
head bolts. See diagram for dimensions. Tighten nuts to 30 ft-los
(40.7 N-m) on 20 series brakes. Care must be taken in mounting
the calipers to be sure puck faces are parallel with the disc. Use
shims if required. To prevent excessive wear, be sure disc does not
rub against the pucks, when they are retracted, or against the
housing.

The floating, single-acting calipers must float freely on their
brackets. Puck face should be parallel with disc faces. New calipers
should be mounted with a .030-inch clearance between the floating
bracket and the Dead Side Housing. Failure to do so will result in
uneven puck wear and reduced torque output.

Discs must be free of dirt and grease for maximum life and braking
action.

(H)(P)20D and (H)(P)20DR double-acting brakes have internal porting
between the two housings making it necessary to run only one fluid
line to the caliper assembly.

Pneumatically operated brakes must be connected to a source of

clean, dry, filtered air at a pressure not to exceed 100 PSI (6.89 bar).

The use of an in-line mist lubricator is recommended to provide a
very slight amount of lubrication. Any mineral base lubricating oil
compatible with Buna-N Seals may be used.

Hydraulically operated brakes may be operated at pressures up to
1000 PSI (68.9 bar) using a mineral base hydraulic fluid compatible
with Buna-N Seals. If caliper has a suffix "G", use automotive
brake fluid only. Also, when replacing seals, if automotive brake
fluid is being used order EPR seals.

When plumbing the fluid system, use a minimum amount of pipe
thread sealant on joints to prevent the sealant from entering the
system.

Pressure in the brake cylinder must be relieved when the brake is
off. This can be accomplished by using a three-way control valve.

MOUNTING DIMENSIONS

—>
N

2.3125" *{ Gg
. 1.58 —

*Caliper mounting surface

Any back pressure in the cylinder will cause drag and excess heat
which will result in reduced puck life. If used with master cylinders,
residual pressure checks must be removed.

9. Hydraulically operated brakes are provided with bleeder valves.
Bleeding is done by loosening one valve screw at high point of brake
cylinder. Incomplete bleeding results in sluggish braking action.

NOTE: Do not pressure bleed with more than 5 PSI (.34 bar).

Use of a master cylinder with retractable brake models is not
recommended.

MAINTENANCE - PUCK REPLACEMENT
1. Be sure no pressure is applied to the caliper during puck
replacement.

2. Hydraulic lines do NOT need to be removed. (This will eliminate the
need to bleed the lines after reinstallation for all models except
double acting calipers.)

3. Remove the two SAE Grade 8 Hex Head Bolts (#18). This will
dismount and disassemble the caliper, exposing the Pucks for
replacement. Note the positioning of any Spacers (#19) and Floating
Mount Bracket Components (#16 & #17), if any, for later reassembly.

4. Remove the Pan Head Screws (#9) that hold the Pucks (#8) in place
on each side of caliper. Remove Pucks from Housing (#13) and Dead
Side Housing (#11).

5. Place new Pucks (#8) into Housings. Replace Pan Head Screws (#9),
tighten to hold Pucks in place. (Note: Screw head will fit into
recessed area of Puck. Be sure only friction material will contact disc
when reassembled.)

6. Reassemble caliper (see drawings on pages 1 & 2 if needed) and
mount caliper according to installation instructions above.

DISC DIA.
(IN.) A B

6.3125 | 3.531 | 2.281

8 |4.375 | 3.125

10 | 5.375 | 4.125

12 | 6.375 | 5.125

16 | 8.375 | 7.125

«—DISC DIA. ——— nearest to surface of caliper
I I t- - COMPANY WITH All' brand and product names are trademarks or registered trademarks of their
0 Oma Ic QUALITY SYSTEM respective owners. Information in this document is believed accurate at time of print-
CERTIFIED BY DNV . . e, .
EXCELLENCE IN MOTION =150 9001= ing. However, Tolomatic assumes no responsibility for its use or for any errors that
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may appear in this document. Tolomatic reserves the right to change the design or
operation of the equipment described herein and any associated motion products
without notice. Information in this document is subject to change without notice.
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