TOlomatiC Parts Sheet

s EXCELLENCE IN MOTION

0701-0238_03
Caliper Disc Brake Models: H220SECG 0733-0234
H220 Series with Bore Seals os08E0a 0756.0210

Clicking on part number will open
and add quantity

of 1 to cart. Change quantity as
needed. CLICK ON BROWSER'S BACK
BUTTON TO RETURN TO PARTS SHEET.

223 SHEE:
_ 5|88 _ 5|89
Click on Part No.to Add to Cart |3 | &3 | &3 Click on Part No.to Add to Cart | & | &3 | 3
Item Part No. Description S|8|8 Item Part No. Description S|8|8
1. 0720-1011 |Washer 41414 ***17, 1 0720-1024 |Puck 414 |4
2. | 0733-1068 |Housing, Dead Side 11111 exeo | 0720-1027 |Piston 2
3. 0724-1105 |Bolt, 3/8-24 x 3.75 41414 8 0724-1039 |Piston 212
0733-1023 |Spacer, .344" Thick 1 9. 0760-1009 |0-Ring, EPR 21212
4, 0733-1235 |Spacer, .225" Thick 1 10. | 0733-1227 |Square Seal 21212
0733-1253 |Spacer, .469" Thick 1 11. 0733-1236 |Housing, Live Side 11111
5. 0740-1002 (Bleeder 21212 12. 0720-1008 |Lock Nut, 3/8-24 414 |4
ek Screw, Pan Head,
6. | Q201026 |y 5y 38, Brass 1A

PISTON SUB-ASSEMBLIES
*0720-9007 includes 1 Screw (0720-1026), 1 Puck (0720-1024) and 1 Piston (0720-1027).

**(720-9015 includes 1 Screw (0/20-1026), 1 Puck (0720-1024) and 1 Piston (0720-1039).

DEAD SIDE HOUSING SUB-ASSEMBLY
10733-9000 includes 2 Screws (0720-1026), 2 Pucks (0/20-1024) and 1 Dead Side Housing (0733-1068).
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2 — Installation H220 Parts Sheet #0701-0238 03
|

INSTALLATION:

1 The floating type disc must be free to move axially so that 5 Pressure in the brake cylinder must be relieved when the

the moveable pucks will push in against the fixed pucks,
otherwise unequal wear or bending of the disc will result.
Proper clearance between the puck and disc is 0.010" (0.25
mm) minimum per side to a maximum of 0.031" (0.79 mm)
per side when new.

2 Discs must be free of dirt and grease for maximum life and
brake performance.

brake is off. Any back pressure in the cylinder will cause
drag and excess heat which will result in reduced puck life.
If used with master cylinders, residual pressure checks must
be removed.

6 Hydraulically operated brakes are provided with bleeder

valves. Bleeding is done by loosening one valve screw at
high point of brake cylinder. Incomplete bleeding results in

sluggish braking action.

3 Hydraulically operated brakes may be operated at pressures
up to 1500 PSI (103.42 bar) using an automotive brake fluid
compatible with EPR Seals. When replacing seals, order EPR
seals.

NOTE: Do not pressure bleed with more than 5 PSI (0.34 bar).

4 When plumbing the fluid system, use a minimum amount
of pipe thread sealant on joints to prevent the sealant from
entering the system.
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Loctite® is a registered trademark of the Loctite Corporation, www.loctite.com.
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All brand and product names are trademarks or registered trademarks of their
respective owners. Information in this document is believed accurate at time of pub-
lication. However, Tolomatic assumes no responsibility for its use or for any errors
that may appear in this document. Tolomatic reserves the right to change the design
or operation of the equipment described herein and any associated motion products
without notice. Information in this document is subject to change without notice.

© 2026 Tolomatic 202610211413 Visit www.tolomatic.com for the most up-to-date technical information
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